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REMOVE EXISTING PEDESTRIAN SIGNAL HEAD FROM EXISTING STEEL STRAIN POLE THEN
INSTALL NEW PEDESTRIAN SIGNAL HEADS.,

INSTALL 12 IN. WHITE PERMANENT PREFORMED HEAT APPLIED THERMOPLASTIC PAVEMENT MARKING

FOR CROSSWALKS.
USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.

REMOVE EXISTING PAVEMENT MARKINGS.

RIGHT-OF-WAY LINE L

CONSTRUCTION DETAILS

PUSHBUTTON AND SIGNS AS SHOWN.

REMOVE EXISTING PEDESTRIAN SIGNAL HEAD FROM EXISTING STEEL STRAIN POLE AND INSTALL
SHIELD ASSEMBLY SIGNS AS SHOWN.

USE EXISTING SPAN WIRE.

REMOVE EXISTING PAVEMENT MARKINGS TO MEET THE PROPOSED STOP LINE AS SHOWN.

INSTALL 24 IN.

WHITE PERMANENT PERFORMED HEAT APPLIED THERMOPLASTIC

PAVEMENT MARKING FOR STOP LINE.
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INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.

INSTALL CONCRETE FOUNDATION WITH A 10 FT. STEEL PEDESTAL
POLE AND PEDESTRIAN SIGNAL HEADS. (NOTE: 3 IN. PVC SCHEDULE 80
CONDUIT BEND)

INSTALL 4 IN. CONCRETE SIDEWALK IN MEDIAN (7O OF SIDEWALK TO
MEET EXISTING RDADWAY ELEVATION).

REMOVE EXISTING PEDESTRIAN SIGNAL HEAD FROM EXISTING STEEL
STRAIN POLE THEN INSTALL NEW PEDESTRIAN SIGNAL HEAD AS SHOWN.
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NOTE:

PHASES ASSOCIATED BY A DASHED LINE WILL DPERATE CONCURRENTLY.
PHASES ASSOCTATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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GENERAL NOTES

1.
2.

EXISTING CONDUIT.,

SPAN WIRE,

PEDESTRIAN SIGNAL EQUIPMENT.

GRADE FOR CLOSED SECTIODNS,
TO MEET CLEARANCES AS SPECIFIED IN MD 816.03,

MD 818.01, MD 81

TO SOARTAN RD.

8.02,

THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.

THE CONTRACTOR SHALL REMOVE ALL EXISTING PEDESTRIAN SIGNAL HEAD EQUIPMENT FROM
STRAIN POLES AND CABINET PRIOR TO INSTALLING NEW

ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB
HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS,
MD 818.04.

THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL

SIGNAL EQUIPMENT.
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g 4, THE CONTRACTOR MUST CONTACT MCDPWAT 72 HOURS PRIOR TO BEGINING WORK
] AT (240) (77-2190.
q 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING
E PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE
U] CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER
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